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SIMULATOR STUDY OF AN ACTIVE CONTROL SYSTEM
FOR A SPINNING BODY

By James J. Adams

SUMMARY

Model simulator tests of an automatic precession-wheel damping controller for
a spinning vehicle have been made by using an inertial simulator mounted on an air
bearing. The control system provides the necessary control torgues through the
use of a spinning wheel, which provides precession torques. The wheel position
is commanded by an automatic closed-loop servomechanism system which uses rate
gyros to provide the command signals. The results show that this type of control-
ler provides very good wobble damping and also provides the torque necessary to
keep the vehicle spinning on its body axis of symmetry in the presence of a shift
in the principal axes. These tests also show that linear equations of motion pro-
vide a good prediction of the performance of the controller. The tests were made
with the simulator in disk-, sphere-, and rod-shaped configurations.

INTRODUCTION

Tn reference 1 a theoretical study was made of a scheme for automatically
controlling the nutation, or wobble, motion of a spinning vehicle. The problem
of special interest treated in this study was the problem peculiar to a rotating
manned space station in which the movement of the cccupants would cause a change
in the dynamic balance of the station, by causing the principal axes to shift,
which would result in a wobble motion of the station. In the example given in ref-
erence 1, it was shown that a reasonable change in product of inertia resulted in
5 maximum attitude change of 129 and a corresponding variation in body-axis rates
of rotation. It was also shown that a spinning wheel uged for control could reduce
this motion to a steady 0.5° attitude change.

The results of the analytical study of reference 1 were so encouraging that
further research in the form of tests with an experimental model of the system
were made to provide a more complete check of the theory. The analytical study
included many simplifying assumptions, of course. These simplifications included
the assumption of perfect servo operation, the omission of several second-order
terms for rigid-body motion, and the omission of several second-order effects of
the controller, such as that due to the inertia of the controller gimbals and all
momentums of the controller mechanism except that produced by the control wheel.



The effects of misalinement and drift of the sensor and unforeseeable nonlineari-
ties in the control system were also neglected. Therefore, tests with a small-
scale dynamic simulator were made to check these factors.

SYMBOLS
c displacement of principal axes from body axes, deg
H control-wheel momentum, ft-lb-sec
Hy,Hy ,Hy, components of control-wheel momentum along X-, Y-, and Z-axis,
respectively, ft-lb-sec
Iy, Iy, 1y moments of inertia about X-, Y-, and Z-axis, respectively, slug-ft2
Ixy preduct of inertia, slug-ft2
K damping gain, deg/deg/sec
m,n displacement of body axis of symmetry from reference line in XY-

and XZ-plane, respectively, deg

p,q,r rates of rotation on X-, Y-, and Z-axis, respectively, deg/sec
X,Y,Z body axes (X-axis is axis of symmetry)
Oy, Oy, deflections of inner and outer gimbals, respectively, deg

Positive directions are as defined by a right-hand axis system.

DESCRIPTION OF CONTROL SYSTEM AND SIMULATOR

The control torques used in the control system were the precession torques
produced by a spinning wheel. Precession torques arise when a spinning wheel is
forced to rotate about an axis other than its spin axis. A sketch is shown in
figure 1 of the controller configuration that was used to achieve this type of
application for a spinning vehicle. The control wheel, which spins at a constant
rate, is mounted in a double-gimbal arrangement. The operation of the mechanism
is as follows. When no torque is required, the control-wheel angular momentum
vector H 1is alined with the spin vector of the vehicle. When torque is requirecd
about a particular body axis of the vehicle, the control wheel is rotated on an
axis parallel to that body axis; thereby, a component of the control-wheel angular
momentum vector is produced along an axis that is perpendicular to both the vehi-
cle spin vector and the vehicle body axis for which the torque is required. This
arrangement of the vectors produces the desired torque. TFor example (see
fig. 1(b)), if a torque is required on the 2 body axis, a gimbal deflection &y



is commanded which produces the momentum component Hy. Similarly, if a torque
is required on the Y body axis, a gimbal deflection &y 1is commanded which pro-

duces the momentum component Hy. The torque produced is a nearly proportional

function of the tilt of the control wheel.

The gimbal deflections are commanded proportional to rate-gyro signals to
provide damping to the system. A block diagram of the control system used to
achieve this relation is shown in figure 1. In some cases, signals from a light
sensor were also used to command gimbal deflections to provide extra attitude
stiffness to the vehicle momentum vector.

A photograph of the simulator is shown in figure 2, and additional informa-

tion is given in the following table:

I I I
Y076 X o001 L =1.25

Iy Ty Ty
Weight, 1b . « v o o v o v v o v 269 087 309
Ty, slug-ft2 . .« o o o . . .. 8.63 8.82 9.33
Iy or Iy, slug-ft& . . . . . . 6.55 8.05 11.7
¢ (movable weight displaced), deg -3.35 -8.6 2.96
Ixy (movable weight displaced), slug-ft2 0.122 0.122 0.122

The simulator consisted of a very rigidly constructed platform mounted on a 6-inch-
diameter spherical air bearing. The simulator could rotate approximately +200°
about the horizontal axes Y and Z and had unlimited freedom on the spin axis X.
Tests showed that the drag moment on the platform at 30 rpm was 0.04 foot-pound,
which caused an exponential decay in the spin angular velocity. For example, the

spin rate would change from 30 rpm to 20 rpm in 5% minutes.

A light sensor, mounted at the top of the simulator, measured the deflection
of the two-horizontal body axes from a vertical reference line generated by a
500-watt light mounted above the simulator and simulating the sun. Photoresistive
light cells were used in the light sensor to produce direct-current signals. These
signals were amplified in transistor amplifiers, and the output was recorded and,
in some cases, used in the control system. Two orthogonal miniature precision
rate gyros were mounted on the platform to measure rates of rotation of the body
axes perpendicular to the body axis of symmetry. The gyro spin momentum vectors
were pointed in the same direction as the platform spin momentum vector. This
arrangement eliminated the divergent moment that would occur on the gyros when
they were deflected. However, this arrangement caused the sensitivity of the rate
gyros to be reduced by approximately 10 percent. The gyros had a maximum range of
+20 degrees per second and a hysteresis limit of 0.001 of full scale. Power for
the gyros was supplied by a solid-state inverter. The 400-cycle output signal of
each of the gyros was demodulated and amplified with transistor amplifiers, and



the output wao used in the conbra] The outpul was also recorded and is

shown in Lhe Uisures o g and  r.

The control wheel in Ils double-gimbal mount is chown in figure 2 at the
tront part of the simulator in o deflected position. The gimbal positions were
controlled by permancib-muymel direct-current motors direclly connected to the

gimbale. No gears were used in The motor drive. An angular potentiomeler was
located on each gimbal axis. The scnsor signals were summed with these gimbal-
angle signals to form the crror-signal input to the gimbal-servomotor power ampli-
fiers. These power amplifiers were high-gain units with limdted outputs, Records
of both the inner und outer gimbal position in response to step input signals
calling for 10° gimbal deflections are shown in Tigure 5. It can be seen that the
response provided by the gimbal system is very fact and well damped. The inner
gimbal reached a sleady deflection in 0.05 second, and the outer gimbal, in

0.1% second.  The nmaximum slewing rale o Lhe inner gimbal wac 850 degrees per
second, and of the cuter gimbal, 200 degrees per second.  Gimbal deflection was
limited to 90V.

The gains ol both the rate-gyro signals and the light-sencor signals were
adjustable. The rate-gyro signals could be adjusted so that up to 129 of gimbal
deflection per degree per second of the simulator rotation rate on the Y- and 7
axis would result. Variations in this ratio resulted in changec In the damping
of the controlled system. Therefore, this rotic s enlled the damping gain and
is expressed in the reduced unit of seconds. The light-sensor gains could be
varied up to 16Y of gimbal deflection per degree of simulator tilt.

The control-wheel rate of rotation could be varied from 2,500 rpm to
4,690 rpm. A tachometer Feedbuack signal was used to re ulate the control-wheel
4 ~
speed, which wag held conctant at 4,650 rpm for all tests reported in this paper.

-

The wheel had an inertin of 1.04 » 1072 Slug—ftp,

The light-sensor and raote-gyro oi gnals were recorded on a four-channel en
3 >
recorder mounted on the simalator.

In order to simulate the movement of an occupsnt of a manned space station,
two movable weights were mounted oy oppocite sides of the simulator. One welght
moved upward while the other moved downward so as to maintain static balance while
the dynamic balance was being changed. These weights 5, welghing 2 83 pounds each,
were located 16 inches from the center of the simulator and moved 6.25 inches par-
allel to the simulalor symmetrical axic when actlvated, creating a product of
inertia of Q0,122 slug—ftg. The simulator wos dynamically balanced so that the
principal axes coinecided with the body axes when the movable welights were in their
nominal initial position. When activated they would complete their movement in
approximately 10 seconds. The location of the weights was such that when they
were displaced, a deflection of the inner gimbal of the controller was required
in order to supply = torque to oppose the steady unbalance torque.

The spin-up mechanism, which is the overhead arm with a small motor attached,
is shown in place in the photogriaph in figure 2. When the desired spin rate of
the simulator was established, the spin-up motor was disengaged from the simulator
and the overhead arm was swung out of the way, leaving the simulator free to move.

4



The inertiaz ratio of ULl clmulator, the entio o ke moment of inertin of the
two horizontal axes to the moment of Tpeepbiee o the opinoaxls, wien voariod by
adding welpghts to the top nnd Lo Lom o Line sinmtubors s Tho dneeiin contiguratlon
could be vuried between the Pimits i o near dluvk, Ly/lyx = O.(h, nnd oo rod,

Iy/IX = 1.25. These welghte which were qoided wore cymmetricadly shoped and did

not change the dircctions ot Lhe principal

RESULI'S AND DISCUBSLON

in the newr-disik configureation,
fhe movable welgnts were ini-

The results of tests made with
- b

IY/IX = 0.76, are shown in Tigure 4.

tially set in thelr displacad ponthior A the elfeet ol a step change
f

in product of inertia o be uppliod whon it woeo relensed ot the
start of a test run. Figure W(n) she - responue with the controller
in operation with «a domping gain ol secornd ['he 1(33Uuﬁ15m: i i1la-

tion in q and r  with o time to bl -nmplitude of ) The gquun-
tities m and n arc the respectlve anpguloar disple u*nunf ol an body axis of
symmetry in the XY nnd X7 p?uncu Ceom Lhe tfiwed relfercnec line ectablioned by
the simulated sun. - e beots, no abtempt win made to have the simulator
pointing directly at thc retercnce Light ot the svart ol norung Lherefore, n  and
n contain & cyclic variation, with o frequercy correcspondling 10 Lhe gpin rate,
superimposed on the va riation due bo the wobble motlon.  The opin rate was

108 degrecs per second (18 rpm) in thils test. This initial displacement from the

i

sun reference line varicd Tram run oo run.

With the damping gnin of 1 sccond, an was userd in the test shown in Tig-
ure i4{a), only small deflections of thw whroltor oimbals were called fors thus,
£u1l1 utilization of the controller wns nob made.  Theretrore, additional tests were
made with gains of 5 seconds and 12 ceconds, und recsults ot these tests arc shown
in figures 4(b) and 4(c). With the higher gaing more damping was provided, and
the responses showed very rapid, deadbeat reductions o the steady-state values.

Similar tests, with damping gains of 1, 9, und 12 seconds, were made with the
simulator in the near-sphere configuration, Iy/IX = 0.91, and the results are

1 ~

shown in figure 9; tect resulio Lo o near-rod conyigurntion, Iy/Ix = L.20, nre

shown in figure 6. These tests also show that very good damping 18 provided by
the controller. Expected varintions in the shondy-state vilues and period of
oscillation occurred in these Lests becausc of Bhee changes in inertisn ratio.
These factors will be discussed in dotail in o cubsequent section.

The dramping characteristics ot the controller sre summarized and compared
with caleulnted values in Uignre 7. The cuteuiated values were obtained by using
the linear equations presented In reference Loand by ueling inerbin vielues and opin
rates that apply to the cxperiment: 1 tosho. The caleulablonn were extrapoluted up
to a value of Iy/IX of 2. All results presentod In Uigure f arce for o darping

gain of 1 second. Very cood damping io provided Por b contt
even with the low control gain of L gecond. food
experimental wnid calculoted resulbs, and Lhle apreerment gives conlidenee thet the

surabions tested,

Lo between the

Cochen . eF




performance for a particular design can be adequately predicted with the equa-
tions of motion presented in reference 1.

With control gains higher than 1 second the damping was improved. In addi-
tion to the increase in the damping, the advantage of using the higher gains was
a reduction in the steady-state velocity error. For the case of a spinning body,
such as the one of this investigation, the most graphic way of describing this
steady-state velocity error is to refer to it in terms of the angle of the cone
generated by the body axis of symmetry. The constant unbalanced torque created
by the constant dynamic unbalance, which was the disturbance used in these tests,
resulted in the vehicle body axis of symmetry moving so as to trace a cone after
the transient had been eliminated. With very low damping gain, the half-angle of
the cone was equal to the displacement of the principal axes from the body axes
corresponding to the dynamic unbalance, or product of inertia. A plot of the
steady-state cone half-angle as a function of damping gain for the nearly spher-
ical configuration (Iy/IX = 0.91) is shown in figure 8. The cone half-angle was

determined by the relationship

Jr2 + g2
Cone half-angle = tan-1 ¥T_ 7 9~

b

For this configuration the displacement of the principal axes from the body axes
corresponding to the product of inertia created by the movable weights was 8.6°.
With a damping gain of 1 second the steady-state cone half-angle was 59, and with
a damping gain of 12 seconds it was 1°. Therefore, if it is necessary to keep the
vehicle spinning on the body axis of symmetry while the mass distribution of the
vehicle may be changing, the pPrecession-wheel controller provides a means for
accomplishing this end. The accuracy of the alinement is a function of the
dynamic unbalance, on one hand, and of the size and the damping gain of the con-
troller, on the other.

Several other minor points of agreement between the experimental and cal-
culated results that were noted will now be discussed. Some additional test runs
made with the near-disk configuration are shown in figure 9. Figure 9(a) shows
the response of the uncontrolled simulator when the simulator was initially spun
on the body axis of symmetry with the movable weights displaced. The calculated
wobble period for this configuration is 10.5 seconds, and the measured period of
10 seconds checks very well. It was shown in reference 1 that the maximum value
of body angular rate Omax that would occur in this situation is related to the
displacement of the principal axes from the body axes and the spin rate by the
formula

Qpax = P tan 2¢

The angle c¢ can be obtained by the formula



For the near-disk configuration with the movable weights displaced
(IXY = 0.122 slug—ftg), the angle ¢ Wwas -3.359, The calculated maximum value

of q, based on a measured spin rate of 108 degrees per second, was 12.6 degrees
per second, and the measured value was approximately 12 degrees per second.

Of interest is the variation in the response of the simulator in the near-
disk configuration with the movable weights displaced, but with the control wheel
spinning and with the gimbals locked in position. In this case the control wheel
added no control, but added an inerement of momentum to the simulator spin momen-
tum and effectively increased the spin moment of inertia Iy of the simulator.

This change in Iy reduced the calculated wopble period of 9.35 seconds, and the

calculated maximum value for q was 10 degrees per second. The measured results
show that these trends were followed in the experiments. (see fig. 9(b).) The
measured wobble period was 8.7 seconds, and the measured maximum value of q was
approximately 10 degrees per second.

Figure 9(c) shows a time history of simulator response to a programed series
of events. In these tests the simulator principal axes were initially alined with
the body axes, and the simulator started spinning on the symmetrical axis. The
control-wheel spin rate was established before the start of the run at 4,650 rpm.
A few seconds after the start of the run the movable weights were moved, and a
change in Iyxy from O to 0.122 slug—ft2 resulted. The movement of the weights

required approximately 10 seconds. One minute after the weights moved the con-
trol wheel was uncaged and set operating. The damping gain was 12 seconds. The
result of this ramp change in the product of inertia in this test as contrasted
to the step change in disturbance used in tests shown in figure 9(a) was a smaller
variation in the measured parameters g, T, I, and n. When the gimbals were
uncaged, the wcbble was quickly eliminated.

Similar tests at an inertia ratio of 0.91 are shown in figure 10. The cal-
culated period of the wobble motion for the uncontrolled test was 33,4 seconds,
and the measured period was 29 seconds. Since the recorded variation in q went
off the recorder scale in this run, it is more convenient to compare calculated
and measured values of r. The displacement of the principal axes was -8.6° in
this case, and the calculated maximum value of r was 16 degrees per second,
which can be compared to the measured value of approximately 12 degrees per sec-
ond. The effect of having the wheel spinning, but caged, was again a reduction
in the amplitudes of q and r (fig. 10(b)), and the effect of having the
weights move with a ramp variation was a further reduction in the amplitudes of
q and r (fig. 10(c)).

Tests at an inertia ratio of 1.25 (fig. 11) gave positive values of g, which
is in agreement with the results given in reference 1. (For the previous tests,
q was negative.) The calculated period was 22.5 seconds whereas the measured
value was 20 seconds. The displacement of the principal axis was 2.96o in this
case. The calculated maximum value of q was 11.4 degrees per second, and the
measured value was approximately 10 degrees per second.

The addition of the spinning control wheel with the gimbals caged caused an
increase in the period of the wobble motion in these tests on the rod-shaped



cont'iguration. As anticipated, this increase is opposite to the effect noted for
the disk. The wmplitudes of @ and r are increased, also, and the further
effect of the ramp change in the mass distribution was a reduction in the ampli-
tudes of q and r. The two effects cancelled each other in these tests.

It was suggested in reference 1 that the addition of the light-sensor signals
to the control system would result in a convergence of the X Dbody axis towards
the reference direction as established by the reference light. However, it is now
realized that this theory is incorrect. The addition of the light-sensor signals
reduces an initial attitude error due to a misalinement of the momentum vector of
the vehicle, but does not bring about a convergence towards the reference line.
This reduction is brought about because the light-sensor signals causc the
control-wheel momentum vector to turn away from the reference, which in turn
causes the vehicle momentum vector to turn towards the reference line. The vector
sum of' the two momentum vectors is therefore unchanged with respect to inertial
space. Figure 12 shows an example of the attitude correction in which the simi-
lator was started spinning with a displacement of the X body axis from the ref-
erence line of approximately 3°, as is indicated by the amplitude of the varia-
tion in m and n at the spin frequency. There was some wobble motion present
initially, and the controller was initially caged in this test. When the con-
troller was uncaged, the wobble motion was eliminated, and the simulator momentum-
vector displacement was reduced to approximately 2°, The damping gain was 12 sec-
cnds and the light-sensor gain was 16 in this test.

CONCLUDING REMARKS

Tests made on an automatic precession-wheel damping controller for a spinning
vehicle indicate that the controller provides very good wobble damping. The con-
troller also keeps the vehicle spinning on its body axis of symmetry in the pres-
ence of a shift in the principal axes. Some correction to an initial misaline-
ment of the vehicle momentum vector from an inertial reference line is also
possible with the controller,

The good agreement between calculated and measured damping performance indi-
cates that linear equations of motion can be used to predict the performance of
such a control system.

Liangley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., September L, 1962,
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Figure 3.- Gimbal response.
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Figure 7.- Comparison of calculated and experimental periods and time to damp
to half-amplitude Tl/2 with a damping gain of 1 second.
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Figure 12.- Response of simulator with both rate-gyro and light-sensor
signals used for command.
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